VAPOR RECOVERY ADAPTER {Ex)
. Mod. 1208 ( €
IDART

APPLICATION

The Vapor Recovery Adapter Model 1208 is used the vapour recovery line (Stage 1).

The vapour flow occurs only if the coupling is connected.

After its connection, the valve opens allowing the vapour transfer to the tank truck.

Once the cap is removed, the pipe line automatically closes due to the poppet installed in it.

In case of the cap loss, the poppet remains closed and prevents the dirty or water entering the line.

CHEMICAL SUITABILITY

- Standard model (BRASS) is for traditional fuel without additivies.
- PTFE Coated Madel is for special fuels, non-agressive solvents or chemical products.

ce&onze

PRODUCT CODE 086980 086980 PTFE
BODY BRASS BRASS+ PTFE COATED
POPPET STAINLESS STEEL STAINLESS STEEL
SPRING STAINLESS STEEL STAINLESS STEEL
0-RING/GASKET VITON® TEFLON®

DIMENSION

-

DN1 2" BSPP FEMALE
A DN2 2" R
A 165 mm
B 19 mm

INSTALLATION PTFE MODEL 1208

- For correctinstallation follow the Directives and product User Manual.
- For custom application or maintenance write to:  guality@ridart.it.
- Declaration of Conformity and User Manual are available on: www.ridart.it/support

MAINTENANCE

- Periodically check the device is necessary to remove possible dirty.
- Always replace the product after fire, deflagration, brake or damage.
- In case of tampering warranty expires and safety protection is not guaranteed.
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